


Floor standing expansion vessels - vertical

Model Code Capacity (Ltr) Ø Diameter Height �	
Maximum 
Pressure

Pre-charge ���3�2�2�'�$	§�3�2

110000500650L ULTRA-PRO 50 380mm 770mm 180mm 10 bar 1.5 bar �ˆ�M��������

60L ULTRA-PRO 1100006006 60 380mm 860mm 180mm 10 bar 1.5 bar �ˆ�M��������

80L ULTRA-PRO 1100008006 80 450mm 830mm 153mm 10 bar 1.5 bar �ˆ�M��������

100L ULTRA-PRO 1100010006 100 450mm 910mm 153mm 10 bar 1.5 bar �ˆ�M��������

200L ULTRA-PRO 1100020006 200 550mm 1235mm 210mm 10 bar 1.5 bar �ˆ���ˆ�c�‰�M��������

300L ULTRA-PRO 1100030006 300 630mm 1365mm 188mm 10 bar 1.5 bar �ˆ���ˆ�c�‰�M��������

500L ULTRA-PRO 1100050006 500 750mm 1560mm 188mm 10 bar 1.5 bar �ˆ���ˆ�c�‰�M��������

750L ULTRA-PRO 1100075057 750 750mm 2075mm 150mm 10 bar 2 bar �ˆ���ˆ�c�‰�M��������

1000L ULTRA-PRO 1100100056 1000 850mm 2100mm 120mm 8 bar 2 bar �ˆ���ˆ�c�‰�M��������
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Material description
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Operating c onditions

10 bar (1000L 8 bar)Maximum working pressure

Oper rature

Factory pre-charge

-10°C - 99°C

12-24L: 3 bar 
35L: 1.5 bar
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